








13.0” 

5.5”H 

12.5”

7.0” H

9.0” 

8.5” 

4.5” H

6.0” 

Low Voltage Downlighting: BRV18 HousingsLow Voltage Downlighting: BRV18 HousingsLow Voltage Downlighting: BRV18 Housings

BRV98
White stepped baffle
4.875” O.D.
50W/MR16

BRV90
Black stepped baffle
4.875” O.D.
50W/MR16

BRV91SN
Satin nickel eyeball
4.875” O.D.
50W/MR16

BRV94
Specular gold reflector
4.875” O.D.
50W/MR16

BRV96
Pinhole
4.875” O.D.
50W/MR16

BRV91
Eyeball
4.875” O.D.
50W/MR16
(Specify: W for white, 
C for clear, 
PB for polished brass)

BRV92
Adjustable WallWash
4.875” O.D.
50W/MR16
(Specify: C for clear, 
PB for polished brass)

TrimsTrimsTrimsTrims

BRV93
Specular clear 
reflector
4.875” O.D.
50W/MR16

AIR TIGHT HOUSINGS available with this product–Specify suffi  x “AT”.

REAL NAILS on BAR HANGERS available with this product–Specify suffi  x “N”.

QUICK CONNECT PUSH-IN CONNECTORS available with this product–Specify suffi  x “Q”

• For new work applications where low-plenum or 6” joists 
are present

• 3-inch clearance of insulation required

• For old work or remodel applications where low-plenum 
or 6” joists are present

• 3-inch clearance of insulation required

• For new work applications and where low-plenum or 
6” joists are present

• For direct contact with insulation

STANDARD BRV18 FEATURES

• Thermally-protected

• Adjustable housing for various ceiling thickness

• Up to 50W lamp with proper trim

• Oversized pre-wired snap on J-Box with 
4 integral Romex pry-outs with strain reliefs

LISTED

BRV18N

BRV18R

BRV18ICN

BRV99SN
Satin nickel gimbal
4.875” O.D.
50W/MR16

BRV98SN
Satin nickel 
stepped baffle
4.875” O.D.
50W/MR16
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3” Downlighting: BRHV300 Housings3” Downlighting: BRHV300 Housings3” Downlighting: BRHV300 Housings

AIR TIGHT HOUSINGS available with this product–Specify suffi  x “AT”.

REAL NAILS on BAR HANGERS available with this product–Specify suffi  x “N”.

QUICK CONNECT PUSH-IN CONNECTORS available with this product–Specify suffi  x “Q”

BRHV308
Albalite shower
4.5” O.D.
50W/MR16

BRHV330
Clear adjustable 
reflector
4.5” O.D.
50W/MR16

BRHV304
Square Open Gimbal
50W/MR16

BRHV305
Open gimbal
4.5” O.D.
50W/MR16

BRHV300C
Clear reflector
4.5” O.D.
50W/MR16

TrimsTrimsTrimsTrims

• For direct contact with insulation

• Thermally-protected

• Adjustable socket bracket to adjust proper lamp position 
or socket snaps into trim for consistent lamp positioning

• Wire-through junction box

• Housing adjusts to accommodate up to 2” thick ceilings

• Four Romex pry-outs with strain relief

• Lamp: Max 50W MR16

• For non-insulated ceiling or 3” space 
between housing and insulation

• Thermally-protected

• Wire-through junction box

• Four Romex pry-outs with strain relief

• Adjustable socket bracket to adjust 
proper lamp position or socket snaps 
into trim for consistent lamp positioning

• Lamp: Max 50W MR16

LISTED

BRHV300G
Gold reflector
4.5” O.D.
50W/MR16

BRHV303
White stepped baffle
4.5” O.D.
50W/MR16

BRH300N

BRH300ICN

BR4-ICN
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Sloped Ceiling Downlighting: BRS6ICN HousingsSloped Ceiling Downlighting: BRS6ICN HousingsSloped Ceiling Downlighting: BRS6ICN Housings

AIR TIGHT HOUSINGS available with this product–Specify suffi  x “AT”.

STANDARD BRS6ICN FEATURES

• 75W, PAR30 or R40 lamp

• “Nailless” installation bar hangers

• UL listed for feed-through wiring and damp 
locations

• For direct contact with insulation in new 
work applications

• For angled ceilings from 10º to 30º

LISTED

12.5” 

7.0”H 

9.0” 

BRS27
Black stepped baffle
8” O.D.
75W/PAR30 or R40

BLS24
Reflector
7.5” O.D.
150W R/PAR38
(Specify: white, black, 
clear or gold)

BRS15
Eyeball – white
8” O.D.
75W/R30 or PAR 30
(Specify SN for satin 
nickel)

BRS28
White stepped baffle
8” O.D.
75W/PAR30 or R40

TrimsTrimsTrimsTrims

BL31
Black stepped baffle
7” O.D. w/regressed 
eyeball
75W/R30 or PAR30
(Specify: W for white 
baffle, SN for satin 
nickel)

Compact Complete UnitsCompact Complete UnitsCompact Complete Units

BR-1

• 75W/R30 lamp

• Open trim included

• Completely assembled

• Thermally-protected

• UL listed for damp locations

• 7-1/2” O.D.

BR-2

• 50W/R20 lamp

• Eyeball trim included

• Completely assembled

• Thermally-protected

• UL listed for damp locations

• 7-1/2” O.D.

BR-3

• 50W/R20 lamp

• Black baffl  e trim included

• Completely assembled

• Thermally-protected

• UL listed for damp locations

• 6” O.D.

BRS6ICN
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Fluorescent Downlighting: BR9ICNPL/2PL HousingsFluorescent Downlighting: BR9ICNPL/2PL HousingsFluorescent Downlighting: BR9ICNPL/2PL Housings

AIR TIGHT HOUSINGS available with this product–Specify suffi  x “AT”.

REAL NAILS on BAR HANGERS available with this product–Specify suffi  x “N”.

QUICK CONNECT PUSH-IN CONNECTORS available with this product–Specify suffi  x “Q”

BR40
Albalite
8” O.D.

BR41
Dropped oval shower
8” O.D. 

BR23W
White reflector
7” O.D.

BR33BBA
Clear reflector w/
black baffle 
7” O.D.
(Specify: W for white 
baffle)

BR 10RCS
Clear splay 
   w/regressed fresnel lens

8” O.D.

TrimsTrimsTrimsTrims

• For one (1) 13W TT lamp

• High power factor

• Magnetic ballast

• Thermally-protected

• J-Box listed for feed-through wiring

• For direct contact with insulation

• For two (2) 13W TT lamps

• High power factor

• Magnetic ballast

• Thermally-protected

• J-Box listed for feed-through wiring

• For direct contact with insulation

LISTED

BR10RGS
Gold splay 
   w/regressed fresnel lens

8” O.D.

BR23G
Specular gold reflector
7” O.D.

BR9ICN-PL

BR9ICN-2PL12” 

7.5” H

Plaster Frame: 12” X 7.5”

6.25” 

12” 

7.5” H

Plaster Frame: 12” X 7.5”

6.25” 

BR23C
Specular clear 
reflector
7” O.D.

BR10
Fresnel lens
8” O.D.

www.maesll.com                                                                     10 10



9.1875” 

6.625” H

8.25” 

Fluorescent Downlighting: BR218/226 HousingsFluorescent Downlighting: BR218/226 HousingsFluorescent Downlighting: BR218/226 Housings

BR218

9.1875” 

6.625” H

8.25” 

BL86
Clear w/white reflector
   w/etched glass lens
9.25” O.D.

BL80RCB
Specular clear reflector 
   w/black baffle
9.25” O.D.
Specify: W for white 
baffle

TrimsTrimsTrimsTrims

• For two (2) 18W DTT lamps

• 120V/277V operation

• Thermally protected

• J-Box listed for feed-through wiring

• Electronic ballast

• For two (2) 26W DTT lamps

• 120V/277V operation

• Thermally protected

• J-Box listed for feed-through wiring

• Electronic ballast

LISTED

BR226

BL89G
Specular gold reflector 
9.25” O.D.

BL89C
Specular clear reflector
9.25” O.D.

866-860-639911



Exit & Emergency Lighting



Thermoplastic Exit LightThermoplastic Exit LightThermoplastic Exit Light

Ordering InformationOrdering InformationOrdering InformationOrdering Information

FEATURES
• Completely self-contained

• Fully automatic operation

• Compact, low-profi le design in neutral fi nish

• Push-to-test switch

• Automatic, low-voltage disconnect (LVD)

• 120 or 277 VAC operation

• Injection-molded, V-O fl ame retardant, high-impact thermoplastic 
housing

• Charge rate/power on LED indicator light

• Energy consumption of 3.2 watts for red letters and 3.8 watts for 
green letters

• LED lamp life of 25 years+

• Listed for damp location

• Universal mounting canopy for side or top installation

• Standard AC and emergency units available

• Ni-Cad battery on emergency (BB) units

Slim and low-profi le LED exit sign provides a crisp, clean look and excellent energy savings.

When ordering, specify suffix “SD” for the Self-Diagnostic feature.

Face
Quantity

Letter
Color

Housing
Color

Models available
for quick shipping

EX AC-A/C only

BB-Battery Backup

1/2-Double Face 

Universal

R-Red

G-Green

EXAC1/2RW

EXAC1/2GW

EXBB1/2RW

EXBB1/2GW

Part No. Operation

W-White

B-Black

7.5”

1.5”

12”

47/8”

81/8”

LISTED

Optional self-diagnostic/self-test feature off ers 

the ultimate in worry-free maintenance

and reliability.

866-860-639913



Combination Exit & Emergency LightCombination Exit & Emergency LightCombination Exit & Emergency Light

Ordering InformationOrdering InformationOrdering InformationOrdering Information

FEATURES

• Universal mounting canopy for top installation

• Energy consumption of less than 4 watts for red 
letters and less than 5 watts for green letters

• UL listed for damp location

• LED lamp life of 25 years

• Push-to-test switch

• 6-Volt, sealed lead acid, maintenance-free 
battery

• Automatic, low-voltage disconnect (LVD)

• Universal transformer for 120 or 277 VAC 
operation

• Two fully adjustable, glare-free lighting heads

• Injection-molded, V-O fl ame retardant, high-
impact thermoplastic housing

Face
Quantity

Letter
Color

Housing
Color

Models available
for quick shipping

CO Blank- Standard Unit

RC- Remote Capable

1-Single Face

2-Double Face

R-Red

G-Green

W-White

B-Black

CO2RW

CO2GW

COBB2RW

COBB2W

Part No. Operation

Heads rotate 180º+ 

for maximum fi eld 

fl exibility.

Optional self-diagnostic/self-test feature off ers 

the ultimate in worry-free maintenance

and reliability.

LISTED

CO2

Combination LED energy saving exit sign and emergency lighting unit in one compact, modern design.

When ordering, specify suffix “SD” for the Self-Diagnostic feature.
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All-White LED Exit & Emergency LightAll-White LED Exit & Emergency LightAll-White LED Exit & Emergency Light

Ordering InformationOrdering InformationOrdering InformationOrdering Information

FEATURES
• Ultra bright ALL WHITE LEDs – the fi rst of its kind on the 

market!

• UNIVERSAL red and/or green lenses

• Smallest combo footprint of any combo unit on the market

• Round and square heads available on combo model

• Ni-Cad battery included

• Less than 1 Watt of remote capability operates two (2) all-
white LED remote lamp heads

• Completely self-contained

• Fully automatic operation

• Compact, low-profi le design in neutral fi nish

• Universal mounting canopy for side or top installation

• Push-to-test switch

• Automatic, low-voltage disconnect (LVD)

• 120 or 277 VAC operation

• Optional all-white LED remote lamp heads available

• Injection-molded, V-O fl ame retardant, high-impact 
thermoplastic housing

• Charge rate/power on LED indicator light

• Energy consumption of 4.4 watts

• LED lamp life of 100,000+ hours

• UL listed for damp location

• Indoor AND Outdoor remote lamp head units available, 
contact factory for details

Indoor Outdoor

Every unit is shipped STANDARD with
2 red lenses

and
2 green lenses...

ELIMINATING THE NEED
TO STOCK BOTH!

Ni-Cad battery runs
TWO (2)

all-white LED remote lamp heads
for 90+ minutes!

Face
Quantity

Housing
Color

W CO- (Combo) 1/2-Double Face 
(Universal)

Part No. Model

W-White

B-Black
WCOS1/2BW
WCOR1/2BB

Sample
Catalog No.

WEX1/2BW
WEX1/2BB

EX- (Exit) 1/2-Double Face 
(Universal)

W-White

B-Black

WCOS

LISTED

WEX
Combo also available with round heads!

19”

19”

1.75”

1.75”

7.5”

7.5”

WCOR

Head
Shape

S-Square Heads

R-Round Heads

n/a

Letter
Color

B-Both Red 
AND Green letters 
come standard!

B-Both Red 
AND Green letters 
come standard!

866-860-639915



Die-Cast Exit LightDie-Cast Exit LightDie-Cast Exit Light

Ordering InformationOrdering InformationOrdering InformationOrdering Information

FEATURES

• AC only or self-powered models

• Universal 120/277 VAC operation on all exits

• LED energy savings

• Universal canopy included

• Curved design

• Spec grade

• Universal K/O chevrons

LED cast aluminum series utilizes a unique illumination design in an architecturally pleasing housing.

Optional self-diagnostic/self-test feature off ers 

the ultimate in worry-free maintenance

and reliability.

High-quality
ultra bright LEDs

120/277 VAC input
voltage transformer

Built-in
wiring channel

Quick clip-snap closure
for front face plate

Universal
wall-mounting

KO pattern

Grounded
safety cable

Premium grade 
Ni-Cad

rechargeable
battery

Black powder coatedWhite powder coated

12.75”

13.25”

8.5”

1.75”

9”

LISTED

When ordering, specify suffix “SD” for the Self-Diagnostic feature; & suffix “DC” for the Dual Circuit feature.

Face
Quantity

Letter
Color

Housing
fi nish

EX 1-Single Face

2-Double Face

R-Red

G-Green*

Part No.

A-Brushed 

Aluminum

B-Black

W-White

Face
Color

Example
Catalog #s

EXAC1/2RCALBA

EXAC1/2RNYCALBA

EXBB1/2GCALAA

EXBB1/2RCALWA

A-Brushed 

Aluminum

B-Black

W-White

Blank-AC only

BB-Battery 

Backup

Operation
Letter
Size

Blank-Standard 6” Letters

NYC-NYC-Approved 

8” Letters

* NYC-appoved 8” letters not available in Green letters.
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Edge-Lit LED Exit LightEdge-Lit LED Exit LightEdge-Lit LED Exit Light

Ordering InformationOrdering InformationOrdering InformationOrdering Information

Optional self-diagnostic/self-test feature off ers 

the ultimate in worry-free maintenance

and reliability.

LISTED

Surface mount edge-lit LED exits off er spec grade look with in-fi eld installation fl exibility.

Premium grade extruded aluminum housing
Solid state electronics and charger board

AC “ON” LED indicator
and push-to-test switch

UV-stabilized 
ultra-clear acrylic panel

NI-CAD 
rechargeable

battery

Premium high-output
 ultra bright LEDs

Wall mount

Side mount

Ceiling mount

For surface-mount units, Tri-mount canopy provides top, end or back mount convenience.

Double face utilizes a
silver or white mylar insert.

When ordering, specify suffix “SD” for the Self-Diagnostic feature;
and suffix “DC” for the Dual Circuit feature.

Face
Quantity

Panel Color
(for double-face)

Example
Part Numbers

EL 1-Single Face

2-Double Face

ELSAC1RCNYCW
ELSBB2GSA

Part No. Operation

C-Clear

S-Silver 

W-White

AC-AC only

BB-Battery Backup

Model ELP: Edge-Lit Panels:

Extra face panels available; must order separately
!!

Mounting

S-Surface

Letter
Color

R-Red

G-Green*

Letter
Size

Blank-Standard 6” Letters

NYC-NYC-Approved 8” Letters

Housing Plate
Color

W-White

B-Black

A-Anodized 
Aluminum

* NYC-appoved 8” letters not available in Green letters.

866-860-639917



Edge-Lit LED Exit LightEdge-Lit LED Exit LightEdge-Lit LED Exit Light

Off ering precise engineering for architectural excellence to truly enhance interior spaces.

When ordering, specify suffix “SD” for the Self-Diagnostic feature;
and suffix “DC” for the Dual Circuit feature.

Recessed mount14.5” 4”

12.75”

8”

Recessed

Surface

13”
1.75”

11.125”

LISTED

Ordering InformationOrdering InformationOrdering InformationOrdering Information

Optional self-diagnostic/self-test feature off ers 

the ultimate in worry-free maintenance

and reliability.

FEATURES

• Compact, low-profi le design

• Energy consumption of less than 3 watts for AC 
only and less than 5 watts for battery backup 
units

• Emergency backup model (EM) is completely 
self-contained

• Infi eld installable directional indicators

• Standard AC and emergency units available

• AC “ON” indicator light and test switch 
(EM units only)

• Ni-Cad battery on emergency (EM) units

• 120/277 Volt operation

Face
Quantity

Panel Color
(for double-face)

Example
Part Numbers

EL 1-Single Face

2-Double Face

ELRAC1RCNYCW
ELRBB2GSA

Part No. Operation

C-Clear

S-Silver 

W-White

AC-AC only

BB-Battery Backup

Model ELP: Edge-Lit Panels:

Extra face panels available; must order separately
!!

Mounting

R-Recessed

Letter
Color

R-Red

G-Green*

Letter
Size

Blank-Standard 6” Letters

NYC-NYC-Approved 8” Letters

Housing Plate
Color

W-White

B-Black

A-Anodized 
Aluminum

* NYC-appoved 8” letters not available in Green letters.
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Steel Exit Sign & Combination Lighting UnitSteel Exit Sign & Combination Lighting Unit
New York City ApprovedNew York City Approved

Steel Exit Sign & Combination Lighting Unit
New York City Approved

Ordering InformationOrdering InformationOrdering InformationOrdering Information

FEATURES

• NYC-approved 8” letters

• AC only or self-powered models

• Universal 120/277 VAC transformer

• Long life energy-saving LED technology

• Rugged 20-gauge steel construction

• Universal K/O chevrons

• Model EX uses Ni-Cad battery; 
Model CO uses Sealed Lead Acid battery

City of New York approved LED exit signs are effi  cient and easy to install. Available in battery backup and AC-only models. Units are 

also available with emergency lighting heads for combination exit/emergency lighting capability.

New York-Approved combos shipped standard with 12-watt lamp heads.

LISTED

EX-NYC

14.5”

2.25”

10.5”

CONYC

EX-NYC

4”
14.5”

15.5”

10.5”

CONYC

Face
Quantity

Letter
Color

Housing
Color

EX 1/2-Double Face 
(Universal)

AC-AC Only

BB-Battery 

Backup

Part No. Operation

W-White

B-Black

NYC- NYC-Approved 

(8” letters)

Series

1-Single Face R-RedBB-(Battery 
Backup only)

W-White

B-Black

CO

R-Red

Example
Part Numbers

EXBB1/2RNYCSB

COBB1RNYCSW3

Housing
Material

S-Steel

S-Steel

(n/a)

Number of
heads*

0-None

2-Two heads 

3-Three heads

NYC- NYC-Approved 

(8” letters)

866-860-639919



Ordering InformationOrdering InformationOrdering InformationOrdering Information

FEATURES

• Heavy 20-gauge steel construction

• 120/277-Volt input standard

• Powder-coated durable white fi nish

• 6-Volt, sealed lead acid, rechargeable, 
maintenance-free battery

• PAR36-type lamp heads

• Low voltage disconnect

• Brownout protection standard

City of New York approved heavy-duty emergency lighting unit is effi  cient and easy to install.

It is completely self-contained and fully automatic.

LISTED

When ordering, specify suffix “SD” for the Self-Diagnostic feature.

14.5”

10” 2.5”

9”

15.5”

14.5” 2.5”

10.5”

Emergency LightingEmergency Lighting
New York City ApprovedNew York City Approved

Emergency Lighting
New York City Approved

No. of
Heads Series

2

2 or 3

2 or 3

6 - 6V

6 - 6V

12 - 12V

NYC

NYC

NYC

Part No.

EM

Voltage

EM6218NYC

EM62/327NYC

EM122/350NYC

No

No

Yes

Options
Complete

Part N

www.maesllc.com 20
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Incandescent Emergency LightIncandescent Emergency LightIncandescent Emergency Light

Ordering InformationOrdering InformationOrdering InformationOrdering Information

FEATURES

• Completely self-contained

• UL listed for damp location

• Fully automatic operation

• Compact, low-profi le design in neutral fi nish

• Universal mounting plate with “EZ” Quick 
Connect for rapid, labor-saving installation

• Push-to-test switch

• 6-Volt, sealed lead acid, rechargeable, 
maintenance-free battery

• Environmentally-coated, solid state charger

• Automatic, low-voltage disconnect (LVD)

• Universal transformer for 120 or 277 VAC

• Injection-molded, V-O fl ame retardant, high-
impact thermoplastic housing

• Charge rate/power on LED indicator light

Decorative and economical unit with “EZ” install back plate feature. Has modern appearance and low-maintenance.

* Option “R” (only available in conjunction with RC option)

Optional self-diagnostic/self-test feature off ers the ultimate in

worry-free maintenance and reliability.

DIMENSIONSDIMENSIONS

11.75”

16”

5”

LISTED

Part No.
Models available
for quick shipping

2HWL

2HWN

2HWC

2HBB

2H

Housing
Color

W - White

B - Black

Battery

L - 6V Sealed Lead Acid

N - 6V Ni-Cad

Options

RC - Remote Capable

R - 95% mirror refl ector*

C - 6’ cord applied

SD - Self-Diagnostic

866-860-639921



Decorative Emergency LightDecorative Emergency LightDecorative Emergency Light

Ordering InformationOrdering InformationOrdering InformationOrdering Information

Compact and economical unit installs easily and has a low-profi le appearance.

12”

5”

2.5”

Specify suffi  x “C” to receive the

D2H with cord and plug.

FEATURES

• Completely self-contained

• Fully automatic operation

• Compact, low-profi le design in neutral 
fi nish

• Push-to-test switch

• 6-Volt, sealed lead acid, rechargeable, 
maintenance-free battery

• Environmentally-coated, solid state charger

• Automatic, low voltage disconnect (LVD)

• Universal transformer for 120V or 277V 
operation

• Standard with two 5.4 watt, glare-free 
lighting lenses

• Injection-molded, V-O fl ame retardant, 
high-impact thermoplastic housing

• Charge rate/power on LED indicator light

Part No.
Models available
for quick shipping

D2HW

D2HB

D2HWC

D2H

Housing
Color

W - White

B - Black

Options

C - 6’ cord applied

SD - Self-Diagnostic
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Fluorescent Lighting



Fluorescent High BaysFluorescent High BaysFluorescent High Bays

Ordering InformationOrdering InformationOrdering InformationOrdering Information

HighBay lights off er reduction of energy cost by up to 50% as compared to High-pressure Sodium or Metal-halide bulbs.

HighBay fi xtures start instantaneously with no need for a warm-up period. They create less glare than traditional HID lighting fi xtures.

FEATURES

• Precision-formed beveled refl ector 
to achieve maximum light output
Delivers either 20,000 lumens from 
four economical 54-watt H.O. lamps, 
or 30,000+ lumens from six lamps; 
replaces H.I.D. fi xtures on a one-for-
one basis

• Fixtures designed for surface, 
pendant, chain or stem mounting

• Ballasts are accessible by removal of 
socket-plate screws (refl ector swings 
out on hinged ends)

• Four or six T8 or T5HO lamp 
positions

• Optional wireguard with innovative 
fastener design allows for easy lamp 
access 

• Die-formed heavy-gauge cold rolled 
steel

• Post-painted white housing with 
either anodized or white aluminum 
refl ector

• Multiple KOs and access plate on 
back for rapid wiring

• Optional emergency ballasts and 
cord sets available

17.5”

6-lamp

4-lamp

48”

48”

3.875”

12.5”

3.875”

Input
Voltage

Refl ector
Type Wattage

BHB454

BHB654

4

6

120V-277V

120V-277V

95% Refl ective 

Aluminum
54W T5HO

Part No. # of lamps Warranty

5 Years

5 Years

BHB432

BHB632

4

6

120V-277V

120V-277V
White

Aluminum

5 Years5 Years

5 Years5 Years

5 Years

5 Years
32W T8
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Linear Fluorescent Vapor Tight FixtureLinear Fluorescent Vapor Tight FixtureLinear Fluorescent Vapor Tight Fixture

Ordering InformationOrdering InformationOrdering InformationOrdering Information

These fully weatherproof units are designed for use in areas of wet location. Designed to withstand direct contact with rain, these 

units are corrosion proof and waterproof. Vapor Tight units are ideal in areas such as car washes, storefronts,

parking garages, kitchens and chemical plants.

5.75”

50”

4”

5.75”

50”

4”

Part No.

VTP
PVTP

Volts

MV-120V-277V 
standard

T8-32-watt T8

T5-54-watt T5HO

Lamp Type

VTP FEATURES
• Internal high-refl ectance durable powder 

coated fi nish

• Water tight hubs standard at each end accepts 
1/2” conduit

• 120V-277V multi-volt electronic ballast

• High-impact polycarbonate lens

• Super grip-tight ABS lens clips

• Continuous polyurethane gasketing formed to 
housing provides a seamless seal

• Die-formed galvanized steel mounting 
brackets

• Uses two (2) 32-Watt T8-type lamps

PVTP FEATURES
• Specifi cation-grade

• 120-277 multi-volt electronic ballast

• High-impact, gray polycarbonate housing

• Silicone gasketing provides a seamless seal

• Uses two (2) 32-watt T8-type lamps or 
two (2) 54-watt T5HO lamps

• Die-formed galvanized steel mounting 
brackets

• EZ-Snap Stainless Steel Clips

• High-impact polycarbonate lens diff user

VTP

PVTP

866-860-639925



Lay-in TroffersLay-in TroffersLay-in Troffers

Ordering InformationOrdering InformationOrdering InformationOrdering Information

FEATURES

• Effi  cient electronic ballast

• Universal 120-277 voltage

• Strong, bright white powder-coated fi nish

• Fully enclosed, durable spring-loaded latches 
allow years of hassle-free maintenance

• Prismatic, acrylic lens diff user

• Mounting hardware included

• CSA/US approved for dry location

The recessed low profi le Troff er Series features a fl at steel door with durable latches and the latest in energy-effi  cient technology.

The TR24 series is an excellent choice for family rooms, workshops, kitchens, basements and laundry rooms.

48.875”

24”

3.75”

TR24TR24

Number
of lamps

3-Three lamps

4-Four lamps

MV-120V-277V 
standard

Voltage

32-32W T8 lamps

Lamp
Wattage

L-lamps installed

6FF-6-foot fl ex installed

Options

2X4-332-MV-6FF

Example
Catalog No.

2X4

Part No.

www.maesllc.com  26



Fluorescent LampsFluorescent LampsFluorescent Lamps

Ordering InformationOrdering InformationOrdering InformationOrdering Information

Watts

F17T8-741F17T8-741

F25T8-741F25T8-741

F32T8741F32T8741

F40T12-DXF40T12-DX

F54T5-841F54T5-841

17

25

32

40

54

Part No.
Lamp
Type

T8

T8

T8

T12

T5

Average 
Life (hrs)

20,000

20,000

20,000

20,000

20,000

Rapid
Start

P
P
P
P
P

Color Rendering 
Index (CRI)

75

75

75

75

82

Color Temp 
(K)

4100K

4100K

4100K

6500K

4100K

Lamp Current 
(MA)

255

255

255

460

460

Mean
Lumens (LM)

1300

1900

2800

2200

4950

Min.
Start Temp.

0ºF

0ºF

0ºF

20ºF

0ºF

Master 
Carton Qty.

25

25

25

30

50

F17T8-741

F25T8-741

F32T8741

F40T12-DX

F54T5-841

LISTED

T5 FEATURES

• Suitable for ambient temperature 
from 50ºF to 122ºF

• Lamps contain low mercury to meet 
EPA requirements

• Applicable for offi  ce, supermarket, 
hospital and industrial lighting

T8 FEATURES

• Lamps contain low mercury to meet 
EPA requirements

• The lamps radiate daylight, cool-
white, warm-white to create 
diff erent atmosphere

• Recommended for general lighting, 
offi  ce, factory, hospital, shopping 
mall, residence, etc.

T12 FEATURES

• Lamps contain low mercury to meet 
EPA requirements

866-860-639927



Wrap-Around FixtureWrap-Around FixtureWrap-Around Fixture

Ordering InformationOrdering InformationOrdering InformationOrdering Information

These fully weatherproof units are designed for use in areas of wet location. Designed to withstand direct contact with rain, these 

units are corrosion proof and waterproof. Vapor Tight units are ideal in areas such as car washes, storefronts,

parking garages, kitchens and chemical plants.

FEATURES
• High power-factor electronic ballast

• Uses new T8-type lamps

• UL listed

• Multi-volt 120V-277V standard

• Standard knock-outs on back and ends

WA248

WA224

WA448

WA224

WA248

WA448

Part No. Length
HPF Electronic 

Ballast
Number
of lamps

24”

48”

48”

P
P
P

F017T8
F032T8
F032T8

2
2
4

Lamp
Type

P
P
P

Multi-volt
120V-277V

• Easily removable/replaceable lens, “sure-fi t” 
spring-loaded lens latching system

• Bright refl ective, durable powder-coated fi nish

• Low-glare extruded prismatic lens
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Channel FixturesChannel Fixtures

Ordering InformationOrdering Information

FEATURES

• High power-factor electronic ballast

• Dual voltage standard

• Uses new T8-type lamps

• UL listed

Ideal for general area applications where medium-to-high light levels at low mounting heights are required.

Easy to assemble without the use of tools. 

SC124E-120/277

SC136E-120/277

SC148E-120/277

DC224E-120/277

DC236E-120/277

DC248E-120/277

DC4-296E-120/277

SC124

SC136

SC148

Part No. Length
HPF Electronic 

Ballast
Lamps

Included

24”

36”

48”

P
P
P

F017T8
F025T8
F032T8

1
1
1

P
P
P
P

Lamp
Type 120/277-Volt

P
P
P

P
P
P
P

24”

36”

48”

96”

F017T8
F025T8
F032T8
F032T8

2
2
2
2

DC224

DC236

DC248

DC4-296

866-860-639929



UC42/120V

42” (2) 13 Watt T5

Electronic Ballast

UC33/120V

33” (1) 8 Watt T5 &

(1) 13 Watt T5

Electronic Ballast

UC24/120V

24” (2) 8 Watt T5

Electronic Ballast

UC21/120V

21” (1) 8 Watt T5

Electronic Ballast

UC12/120V

12” (1) 8 Watt T5

Electronic Ballast

Part No. Length
NPF Electronic 

Ballast
Number
of  lamps

12”

21”

24”

33”

42”

12”

21”

24”

33”

42”

P
P
P
P

P

(1) 8-watt T5

(1) 13-watt T5

(2) 8-watt T5

(1) 8-watt T5

(1) 13-watt T5

(2) 13-watt T5

P
P
P
P

P

1
1
2
2

2

5”

5”

5”

5”

5”

UC12-5-120V

UC21-5-120V

UC24-5-120V

UC33-5-120V

UC42-5-120V

P
P
P
P

P

(1) 8-watt T5

(1) 13-watt T5

(2) 8-watt T5

(1) 8-watt T5

(1) 13-watt T5

(2) 13-watt T5

Lamp
Type

P
P
P
P

P

1

1

2

2

2

Width

3”

3”

3”

3”

3”

UC12-3-120V

UC21-3-120V

UC24-3-120V

UC33-3-120V

UC42-3-120V

120-Volt120-Volt120-VoltDepth

1”

1”

1”

1”

1”

1”

1”

1”

1”

1”

Under Cabinet FixturesUnder Cabinet FixturesUnder Cabinet Fixtures

Ordering InformationOrdering InformationOrdering InformationOrdering Information

These fully weatherproof units are designed for use in areas of wet location. Designed to withstand direct contact with rain, these 

units are corrosion proof and waterproof. Vapor Tight units are ideal in areas such as car washes, storefronts,

parking garages, kitchens and chemical plants.

FEATURES
• High Power Factor ballast

• Slim Low Profi le Energy saving 
electronic ballast

• Easy Continuous mounting

• Easy re-lamp smooth acrylic 
refractor

• Heavy gage steel housing with 
fl ush KO’s

• Tough baked white rust-resistant 
enamel fi nish

• Romex connector and Rocker 
switch included
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Lighting Accessories: GFCIsLighting Accessories: GFCIsLighting Accessories: GFCIs

Ordering InformationOrdering InformationOrdering InformationOrdering Information

LISTED

FEATURES

• 15AMP & 20AMP available

• Meets UL 943 & 498

• 2006 compliant

• 2-Pole, 3-Wire Grounding

• Duplex receptacle

• 125V AC only

• 15AMP at outlet

• 20AMP feed-through

GFCI Receptacle: Ground Fault Circuit Interruptors

2006 Code Compliant

866-860-6399

AMPs

15
20

Part No. Available Colors

White
Ivory

Almond
Black
Brown
Gray

GFCI

DON’T FORGET GFCIs!

Now available in 6 diff erent colors!
!!
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